
Quick Start Guide



The Preciso M200 is a compact 
and highly sophisticated desktop 
mill, specially designed to meet 
the CAD/CAM needs of small to 
medium sized dental laboratories.

We’ve created 
this Quick Start 
Guide to help 
you get up and 
running with 
your new mill. 



SiTe conSideraTionS

The air pressure inlet connector is a style 
uncommon in the United States. A 1/4” Male 
Threaded Coupler (shown below) may be needed 
to adapt the mill fitting to your air compressor hose. 
These should be readily available at your local 
hardware store

The mill requires a quality dust collector to be 
connected at all times when milling. 

Specifications for the dust collection unit are:

1. Minimum suction power of 100 l/min

2. Class M dust filter required

3. A DIN 4 Plug if you wish to use auto on/off 
functionality (pictured below)

Four things to consider when placing your Preciso M200 Mill in your laboratory. 

The mill requires a source of clean compressed air. 

Air requirements are:

1. Dust, oil and moisture free

2. 80 litres per minute

3. Minimum of 7 bar (100 psi)

4. A dryer is recommended for your  
compressor to reduce air moisture

The mill is connected to a computer via a USB 
cable. 

The mill is provided with a 6 foot USB cable.

USB connections are limited in length to about 15
feet. If you plan to locate the mill within about 15
feet of the controlling computer, but farther than
the provided cable allows, you will need to obtain
a USB cable of suitable length.

2. Air pressure inlet connector

3. USB Cable Connection 4. Dust Collection

1. Clean source of compressed air  



unPackinG The Mill

Carefully open the box and 
remove the white accessory 
box from the top of the mill. 
Remove the foam inserts 
on each side of the milling 
machine and place the mill 
in the desired location. Then 
remove the plastic wrapping 
from the mill.

Please note: 
The machine is heavy!  
Lift it and carefully 
and place it on a 
sturdy surface.

Remove the Yellow Plastic 
Keys from the White Box

Remove the black plastic 
plug on the left side of the 
mill’s chassis.

Insert one of the yellow plastic 
keys into the triangular shaped 
hole behind the plug, and turn 
counter clockwise about a 
quarter of a turn. This unlocks 
the door to the mill.

Replace the rubber plug, and 
store the yellow plastic key in 
a safe location.

Cut off and remove the bag 
of desiccant hanging from the 
door hinge.

1. Open The box 2. Remove Keys 3. Remove Plug

4. Insert Key 5. Open Door



SeTTinG uP The Mill

Mount the air pressure 
regulator to a stable object. 
You can use the screws on 
the left side of the mill if you 
choose, or you can fix the 
regulator to a wall. Please see 
“Air Pressure Inlet Connector” 
on page two if an adapter 
is required to connect the 
regulator to your compressor.

Connect your dust collector 
using the supplied fitting, or 
the fitting provided with the 
dust collection unit.

Connect air pressure to the 
brass inlet side, and using all 
or a section of the supplied 
blue hose, connect the outlet 
side of the regulator to the
inlet on the mill.

Look for the small arrow indi-
cating air output to the milling 
unit. Check that the correct 
airflow is established.

1. Mount Regulator

4. Dust Collector

2. Connect Air Tube 3. Check Airflow

Insert the dongle into a USB 
port on the controlling PC.

6. Insert USB Dongle

Connect the USB cable 
from the machine to the 
controlling PC. Make sure 
the PC is NOT running.

5. Connect USB Cable



SeTTinG uP The Mill (cont.)

Connect a power cable 
to the mill, and turn it on.

10. Connect Power

Please unpack the milling burs 
from your shipment. Burs are 
NOT included with the mill and 
are purchased separately.

All tools are labeled for their 
proper indication (Wax/ 
Plastic, Zirconia, LavaTM 

Ultimate

7. Cutting Tools

Load the tool changer. The 
tool changer is located
to the right of the arm that 
holds the milling frames. The 
6 tool positions are from 
top to bottom, positions 1 
through 6.

8. Tool Changer 9. Bur Position

Position   Bur Description

Pos. 1   2mm Zirconia Bur

Pos. 2   1mm Zirconia Bur

Pos. 3   2mm Wax & Plastic Bur/     
                 2mm Lava Ultimate Bur

Pos. 4   1mm Wax & Plastic Bur/ 
                 1mm Lava Ultimate Bur

Pos. 5    . 6mm Zirconia Bur/ .6mm 
                  Wax & Plastic Bur

Pos. 6    Additional 2mm 
                  Zirconia Bur
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1. Power Button

2. AC Power cord

3. USB Connection

4. Air Pressure Connection

5. Dust Collector Connection

6. Dust Collector Auto On/Off

aT a Glance: Back Panel connecTionS

addiTional online TraininG

For additonal information and access to online training videos visit www.precisodental.com



800-243-2000      www.jensendental.com

aPPendix: ShiPPinG / PackinG liST

6’ USB CableCutting Tools 
(Sold Separately)

DongleAllen Screw Driver

Calibration Plate

Air Hose Maintenance/ 
Spare Parts Kit

Power Cable

Suction AdapterAir Pressure Regulator


